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Note: Final Plans shall provide 68 units and 
will maintain the current GSF and NRSF as
shown in the Unit Mix on sheet A-06 and
dated 12.12.2016. 
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Note: Final Plans shall provide 68 units and 
will maintain the current GSF and NRSF as
shown in the Unit Mix on sheet A-06 and
dated 12.12.2016.


©
2
o
N
N
NP
N
-

S
2
@
w
@
2
o
>
&
g
=
T
g
x
>
a
o}
2

Roof Floor Plan

Prescott Street Residential, Reading, Massachusetts

STUDIO



PBartash
Typewritten Text
Note: Final Plans shall provide 68 units and 
will maintain the current GSF and NRSF as
shown in the Unit Mix on sheet A-06 and
dated 12.12.2016.


| Prescott Street Residential - Overall Project Summary |

Note: Final Plans shall provide 68 units and
will maintain the current GSF and NRSF as

shown on this sheet. The Final Mix will be

approximately 50 1-beds, 11 2-beds, and

7 3-beds.
UNITTYPE | DESCRIPTION - NRSF | UNITS | BED | BATH NRSF MIX
A1 1 Bed/1 Bath 798 26 26 26 20,748 36.1%
A1A 1 Bed/1 Bath 790 13 13 13 10,270 18.1%
A2 1 Bed/1 Bath 824 8 8 8 6,592 11.1%
A2A 1 Bed/1 Bath 788 4 4 4 3,152 5.6%
A3 1 Bed/1 Bath 760 6 6 6 4,560 8.3%
A3A 1 Bed/1 Bath 756 3 3 3 2,268 4.2%
Total TYP A Units 60 60 60 47,590 83.3%
B1 2 Bed/2 Bath 1066 3 6 6 3,198 4.2%
Total TYP B Units 3 6 6 3,198 42%
c1 3 Bed/2 Bath 1451 2 6 4 2,902 2.8%
C1A 3 Bed/2 Bath 1435 1 3 2 1,435 1.4%
c2 3 Bed/2 Bath 1399 3 9 6 4,197 4.2%
c3 3 Bed/2 Bath 1219 3 9 6 3,657 4.2%
Total TYP C Units 9 27 18 12,191 12.5%
AG2 1 Bed/1 Bath *Group 2 798 2 2 2 1,596 2.8%
B G2 2 Bed/2 Bath *Group 2 1066 1 1 1 1,066 1.4%
cG2 3 Bed/2 Bath *Group 2 1451 1 3 1 1,451 1.4%
Total TYP G2 Units 4 6 4 4,113 5.6%
TOTALS | 7 93 | 84 62979 | 100.0%
*Note: G2 units account for 5.0% min. of total units per Code
TOTAL UNITS 72 UNIT SUMMARY (INCLUDES G2)
TOTAL NRSF 62,979 AUNITS -1BR/1BA 60 83.33%
RESIDENTIAL GSF 73,005 B UNITS -2BR/2BA 3 4.17%
BUILDING EFFICIENCY 86% CUNITS-3BR/2BA 9 12.50%
PODIUM GSF 24,462 TOTAL 72 100%
Prescott Street Residential, Reading, Massachusetts Unit Mix 12.12.2016
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Note: Final Plans shall provide 68 units and 
will maintain the current GSF and NRSF as
shown on this sheet. The Final Mix will be 
approximately 50 1-beds, 11 2-beds, and
7 3-beds.
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PROPOSED APARTMENT BUILDING

2 PRESCOTT STREET AND 35 - 39 LINCOLN STREET
READING, MASSACHUSETTS

SEPTEMBER 12, 2016

APPLICANT

READING MKM, LLC
c/o KM DOVER LLC
109 OAK STREET
NEWTON, MA 02464

ARCHITECT

CUBE 3 STUDIO LLC
360 MERRIMACK STREET
BUILDING 5, FLOOR 3
LAWRENCE, MA 01843

SHEETS

1 COVER SHEET

2 EXISTING CONDITIONS

3 CONSTRUCTION MANAGEMANT
4 PROPOSED BUILDING LAYOUT

5 PROPOSED PARKING LAYOUT S B T

6 PROPOSED GRADING & UTILITY LOCUS AERIAL IMAGE FROM 2015 GOOGLE MAPS

S Al s CIVIL/SURVEY
DECELLE-BURKE &ASSOCIATES
8 DETAILS 1266 FURNACE BROOK PARKWAY

SUITE 401 DeCEEE

QUINCY, MA 02169 ﬁ@

BURKE
& Associates, Inc.

REVISIONS:
No. DATE
1. 10/17/16  PEER REVIEW RESPONSE
2. 11/4/16 PEER REVIEW RESPONSE

JOB NUMBER: 14.034
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92 WASHINGTON ST

NF
KEEGAN

90 WASHINGTON ST

N/F
SHAKIR

86 WASHINGTON ST

ANG IRON(FND)

NF
N/F STODDARD
AIELLO 96 WASHINGTON ST

TESTPIT 1
GRD. EL. _105.8
GW. EL. _ 995

0 A, FILL
MIXED ASPHALT
257
Bw, LAOMY SAND
FRIABLE,
427
C, SAND
LOOSE STRATIFIED
OUTWASH, WITH
LOTS OF GRAVEL
STONES AND
COBBLES. SOME
MOTTLES AT 75"
(75”)_ =
102" VA
112"

INDICATES

—Y__ ESTIMATED
= SEASONAL HIGH
GROUND WATER

N/F
BARLETTA
7 FULTON ST

S 05“44’77» w

N/F
PRINCE

100 WASHINGTON ST

TESTPIT 2
GRD. EL. 106.2
GW. EL. _99.2

O”
A, FILL DATE:
MIXED ASHPALT
16" BURIED Ap. 11/30/15
= TEST BY:
Bw, LOAMY SAND
" DeCELLE—BURKE
WITNESSED BY:
547 CHRISTOPHER COLFE
C. SAND PERC. RATE:
LOOSE STRATIFIED RAWLS—8.27 in/hr
OUTWASH, WITH LOTS
OF GRAVEL STONES SOIL EVALUATOR
AND COBBLES. SOME
MOTTLES AT 84” J. BURKE P.E.
SOIL CLASS:
1
(84”)_ e
102"— ~
110"
INDICATES INDICATES
PERC. _V_ 0OBSERVED
% TEST = GROUND WATER

DeCELLE

BURKE

& Associates, Inc.
1266 Furnace Brook Parkway, Suite 401 Quincy, MA 02169
(617) 405-5100 (O) (617) 405-5101 (F)

GENERAL NOTES:

1. LOCUS: ASSESSORS ID 016.0-0000-0224.0
016.0-0000-0225.0
016.0-0000-0226.0

RECORD OWNER FOR 2-12 PRESCOTT ST: 2-12 PRESCOTT ST LLC.
RECORD OWNER FOR 39-41 LINCOLN ST: 39-41 LINCOLN ST LLC.
RECORD OWNER FOR 31-35 LINCOLN ST: KEVIN BROWN

DEED REFERENCE: BOOK 45430 PAGE 308
BOOK 45430 PAGE 311
BOOK 13982 PAGE 498

PLAN REFERENCE: BOOK 101 PAGE 41
BOOK 6158 PAGE 493

2. THIS PLAN IS THE RESULT OF AN ON THE GROUND SURVEY
PERFORMED BY THIS OFFICE IN OCTOBER 2014. ELEVATIONS SHOWN ON
NAVD 88 DATUM.

3. EXISTING UTILITIES WHERE SHOWN IN THE DRAWINGS ARE FROM
SURFACE OBSERVATION AND RECORD INFORMATION AND SHOULD BE
CONSIDERED APPROXIMATE. THE CONTRACTOR SHALL BE RESPONSIBLE
FOR PROPERLY LOCATING AND COORDINATING THE PROPOSED
CONSTRUCTION ACTIMTY WITH DIG—SAFE AND THE APPLICABLE UTILITY
COMPANIES AND MAINTAINING THE EXISTING UTILITY SYSTEM IN SERVICE.

DIG-SAFE SHALL BE NOTIFIED PER THE STATE OF MASSACHUSETTS
STATUTE CHAPTER 82, SECTION 409 AT TEL. 1-888-344-7233. THE
ENGINEER DOES NOT GUARANTEE THEIR ACCURACY OR THAT ALL UTILITIES
AND SUBSURFACE STRUCTURES ARE SHOWN. LOCATIONS AND
ELEVATIONS OF UNDERGROUND UTILITIES WERE TAKEN FROM RECORD
PLANS. THE CONTRACTOR SHALL VERIFY SIZE, LOCATION, AND INVERTS
OF UTILITIES AND STRUCTURES AS REQUIRED PRIOR TO THE START OF
CONSTRUCTION.

4. THE LOT SHOWN DOES NOT LIE WITHIN A SPECIAL FLOOD HAZARD
ZONE AS DELINEATED ON FIRM 25017C-0313E, DATED JUNE 4, 2010.

5. PARCEL IS ZONED S-15.

MIN. LOT AREA = 15,000 S.F.

MIN WIDTH CIRCLE DIAMETER = 60FT
MIN. FRONTAGE = 100FT.

MIN. FRONT YARD = 20 FT.

MIN. SIDE YARD = 15 FT.

MIN. REAR YARD = 20 FT.

MAX. LOT COVERAGE = 25%

MAX BUILDING HEIGHT = 35 FT

6. READING SEWER BASE CONVERSION TO NAVD88 —105.65'.

PROJECT TITLE & LOCATION:

PROPOSED SITE PLAN
2 PRESCOTT ST. & 35-39 LINCOLN ST.
READING, MA

PLAN TITLE:

EXISTING CONDITIONS

PREPARED FOR:

READING MKM, LLC
c/o KM DOVER LLC

109 OAK STREET SUITE G20
NEWTON, MA 02464

DATE: SEPTEMBER 12, 2016

REVISED: OCTOBER 17, 2016 - PEER REVIEW RESPONSE

REVISED: NOVEMBER 4, 2016 - PEER REVIEW RESPONSE

REVISED: DECEMBER 6, 2016 - PARKING REVISIONS

JOB NUMBER: 14.034 SHEET 2 OF 8

20 10 0 20 40

SCALE: 1"=20'




CONSTRUCTION SEQUENCING

1. A CONSTRUCTION SAFETY FENCE LIMITING ACCESS TO THE SITE SHALL BE DeCE LLE
PLACED AROUND THE PERIMETER OF THE PROPERTY TO MAKE IT SECURE.
STANDARD CATCH BASIN FRAME AND GRATE

2. CONTRACTOR TO PLACE EROSION CONTROL BARRIER AT LIMITS OF PROPERTY
WHERE POSSIBLE PRIOR TO BUILDING REMOVAL. CONTRACTOR TO ALSO PLACE
CRUSHED STONE APRON AT SITE EGRESS POINT TO MINIMIZE SEDIMENT
TRANSPORT OFFSITE FROM CONSTRUCTION VEHICLE TIRES.

CONCRETE LIFTING LOOPS FOR REBAR HANDLES

CURB PAVEMENT SURFACE \ \
W

—~ PITCH

3. CONTRACTOR TO DEMOLISH EXISTING BUILDINGS AFTER ALL PREPARATIONS
ARE MADE INCLUDING, BUT NOT LIMITED TO, UTILITY DISCONNECTS, INTERIOR
DEMOLITION, HAZARDOUS WASTE REMOVAL, ETC...CONTRACTOR TO HAVE A WATER
TRUCK ON HAND TO MINIMIZE FUGITIVE DUST. ALL DEBRIS TO REMOVED FROM
THE SITE AND DISPOSED OF IN A LEGAL MANNER.

N

<
>
)
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)
X
O

FRAME TO BE SET IN MORTAR Q

CONCRETE COLLAR & EXISTING CATCH BASIN TO
| & BE FITTED WITH SILT SACK
b w 2
: N\ S
RE _ _‘ \ (%0 G
YELLOW 2-FOOT SQUARE — L © '

J-FOOT DEEP HiGH FLOW SILT - W

SACK WITH EXPANSION RESTRAINT I ; - \ ¢ "/,

4. ALL EXISTING UTILITIES SERVICING THE EXISTING BUILDING SHALL BE CUT AND B U RKE
CAPPED IN ACCORDANCE WITH THE RULES AND REGULATIONS FOR THE TOWN OF .
READING WATER AND SEWER DEPARTMENT AND WITH THE REGULATIONS & Associates, Inc.

PERTINENT TO THE OTHER UTILITY OWNERS THAT SERVICE THE BUILDING. 1266 Furnace Brook Parkway, Suite 401 Quincy, MA 02169

5. THE REMAINING EROSION CONTROL DEVICES SHALL BE INSTALLED AT THE (617) 405-5100 (O) (617) 405-5101 (F)
LIMITS OF THE PROPERTY AS SHOWN ON THE PLAN.

'n\

[N

: N G %y EXISTING SEWER SERVICE TO 6. STORMWATER CONTROL DEVICES SHALL BE INSTALLED IF EROSION CONTROL
- AR 0, W BE CUT AND CAPPED DEVICES DO NOT APPEAR TO CONTROL OFFSITE STORMWATER RUNOFF.
: EXISTING WATER SERVICE~NIO —< 4 X—DMH X—SMH
EXPANSION RESTRAINT —f—= : BE CUT AND CAPPED R=1046 A = R=104.9 EXISTING CATCH BASIN TO 7. THE FOUNDATION SHALL BE EXCAVATED AND CONSTRUCTED IN ACCORDANCE
s R SEWER. ELECTRIC AND GAS SERVICES TO BE CUT AND /=101.0 S /=98.43(record typ.) WITH THE APPROVED BUILDING PLANS. IF BACKFILL AND/OR STRUCTURAL FILL
. , , EXISTING SEWER SERVICE TO > : < BE FITTED WITH SILT SACK
. ' D AS DIRECTED BY THE READING DPW AND THE BE CUT AND CAPPED \ IS NEEDED TO BE STOCKPILED ONSITE THE CONTRACTOR SHALL PLACE THEM IN
La PROPRIATE UTILITY PURVEYORS. " A THE STOCKPILE AREA CONTAINED WITHIN EROSION CONTROL BARRIER.

8. VERTICAL CONSTRUCTION OF THE BUILDING SHALL PROCEED ONCE THE
FOUNDATION IS INSTALLED. UTILITY CONNECTIONS FOR THE BUILDING SHALL BE
INSTALLED ONE APPROVED BY UTILITY PURVEYORS.

PINCH SILT SACK BETWEEN FRAME & GRATE.
INSPECT SILT SACK AFTER EACH STORM EVENT
PERFORM MAINTENANCE WHEN SILT AND DEBRIS IS 12" DEEP

9. ONCE HEAVY EQUIPMENT IS NO LONGER PROPOSED FOR USE ON THE SITE

CATCH BASIN SILT SACK NJF TO CONSTRUCT THE BUILDING THE UNDERGROUND STORMWATER RECHARGE
o A FACILITIES CAN BE CONSTRUCTED ALONG WITH THE CATCH BASINS AND DRAIN
N.T.S. MANHOLES. ONCE INSTALLED THE SITE CAN BE BACK FILLED AND ROUGH

27 LINCOLN ST GRADED.

’—EX/SﬂNG‘ SEWER SERVICE TO
BE CUT AND CAFPPED 10. FINE GRADE THE SITE, PREPARE FOR PAVING AND PAVE THE SITE.

EXISTING FIRE PROTECTION

SERVICE TO BE CUT AND 11. PROTECT THE CATCH BASIN INLETS DURING FINAL CONSTRUCTION.

CAPPED
12. LANDSCAPE THE PROPERTY. GENERAL NOTES:
EXISTING WATER SERVICE TO
BE CUT AND CAPPED \ 13. PERFORM FINAL CLEANUP. DEMOLITION & CONSTRUCTION NOTES:
0 THE CONTRACTOR SHALL PLACE A 6 HIGH TEMPORARY SAFETY FENCE
2y EXISTING WATER SERVICE TO AROUND THE SITE PRIOR TO THE DEMOLITION ON SITE.

BE CUT AND CAPPED

A WATER TRUCK SHALL BE ON-SITE DURING THE DEMOLITION PROCESS TO
MINIMIZE FUGITIVE DUST.

\\\‘ TEMPORARY CRUSHED
STONE APRON W/
MOUNTABLE CURE

A CRUSHED STONE APRON SHALL BE CONSTRUCTED AS SHOWN TO MINIMIZE

EXISTING CATCH BASIN TO TRUCK TIRES LEAVING SEDIMENT ON THE ROADWAYS.

BE FITTED WITH SILT SACK ALL DEMOLITION DEBRIS SHALL BE REMOVED FROM THE SITE AND DISPOSED

N/F OF IN A LEGAL MANNER.

WILSON
26 ARLINGTON ST

THE SITE AND THE CRUSHED STONE APRON SHALL BE GRADED TO PREVENT
O&W ANY SITE RUNOFF FROM FLOWING OFF SITE.

CONSTRUCTION HOURS SHALL BE FROM 6:00AM TO 6:00PM MONDAY THROUGH
SATURDAY, 9:00AM TO 4:00PM ON SUNDAYS.
G

)

f
/et iat et oiatoiat /et avoiat

95
/ TEMPORARY CRUSHED

STONE APRON W/.
MOUNTABLE CURE /706\

PAVED PARKING/LOADING AREA
TO BE REMO \\\

/

BARLETTA
7 FULTON ST

PAVED PARKING AREA
TO BE REMOVED

PROJECT TITLE & LOCATION:

NF

NF N/F
PIERRO NF STODDARD PRINCE
16 PRESCOTT ST AIELLO 96 WASHINGTON ST 100 WASHINGTON ST

92 WASHINGTON ST

PROPOSED SITE PLAN
2 PRESCOTT ST. & 35-39 LINCOLN ST.
READING, MA

NF

KEEGAN
90 WASHINGTON ST

N/F
SHAKIR
86 WASHINGTON ST

SLOPED TERRAIN APPLICATION LEVEL TERRAIN APPLICATION

NF

MITCHELL
80 WASHINGTON ST

PLAN TITLE:
WOODEN STAKE ANCHOR TYPICAL

CONSTRUCTION MANAGEMENT

N/F
GAGNON
76 WASHINGTON ST

FILTERMITT OR APPROVED EQUAL PREPARED FOR:
FILTERMITT OR APPROVED EQUAL /

READING MKM, LLC
c/o KM DOVER LLC

109 OAK STREET SUITE G20
NEWTON, MA 02464

UNDISTURBED GROUND

DATE: SEPTEMBER 12, 2016

REVISED: OCTOBER 17, 2016 - PEER REVIEW RESPONSE

REVISED: NOVEMBER 4, 2016 - PEER REVIEW RESPONSE

REVISED: DECEMBER 6, 2016 - PARKING REVISIONS
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ALL HANDICAP RAMPS TO PROPOSED—, <69 ) “
COMPLY WITH MASSACHUSETTS  HANDICAP X J
HANDICAP ACCESIBILITY RAMP W, >
REGULATIONS TACTILE

W.
DECELLE, JR
No. 9158

N\ %
OPOSED X
S HANDICAP OR\W 2

RAMP W,/
TACTILE ‘STRIP

GENERAL NOTES:

1. LOCUS: ASSESSORS ID 016.0-0000-0224.0
016.0-0000-0226.0

RECORD OWNERS: 2-12 PRESCOTT ST LLC.
39-41 LINCOLN ST LLC.

DEED REFERENCE: BOOK 45430 PAGE 308
BOOK 45430 PAGE 311

PLAN REFERENCE: BOOK 101 PAGE 41
BOOK 6158 PAGE 493

2. THIS PLAN IS THE RESULT OF AN ON THE GROUND SURVEY
PERFORMED BY THIS OFFICE IN OCTOBER 2014. ELEVATIONS SHOWN ON
NAVD 88 DATUM.

3. EXISTING UTILITIES WHERE SHOWN IN THE DRAWINGS ARE FROM
SURFACE OBSERVATION AND RECORD INFORMATION AND SHOULD BE
J ¢ & \ =4 3 CONSIDERED APPROXIMATE. THE CONTRACTOR SHALL BE RESPONSIBLE
< o & S \/E S Y " £ [ A3 I, 4 FOR PROPERLY LOCATING AND COORDINATING THE PROPOSED
O g 1 2 £ _ CONSTRUCTION ACTMTY WITH DIG-SAFE AND THE APPLICABLE UTILITY
L Q Z COMPANIES AND MAINTAINING THE EXISTING UTILITY SYSTEM IN SERVICE.

DIG-SAFE SHALL BE NOTIFIED PER THE STATE OF MASSACHUSETTS
STATUTE CHAPTER 82, SECTION 409 AT TEL. 1-888-344-7233. THE
ENGINEER DOES NOT GUARANTEE THEIR ACCURACY OR THAT ALL UTILITIES
AND SUBSURFACE STRUCTURES ARE SHOWN. LOCATIONS AND
ELEVATIONS OF UNDERGROUND UTILITIES WERE TAKEN FROM RECORD
PLANS. THE CONTRACTOR SHALL VERIFY SIZE, LOCATION, AND INVERTS
OF UTILITIES AND STRUCTURES AS REQUIRED PRIOR TO THE START OF
CONSTRUCTION.

HANDICAP
RAMP w/
TACTILE STRIPS

: T k%% \ ,
S o ( : g 4. THE LOT SHOWN DOES NOT LIE WITHIN A SPECIAL FLOOD HAZARD
' ZONE AS DELINEATED ON FIRM 25017C-0313E, DATED JUNE 4, 2010.

5. PARCEL IS ZONED S-15.

PROPOSED
HANDICAP MIN. LOT AREA = 15,000 S.F.

3 A )
: . MIN WIDTH CIRCLE DIAMETER = 60FT
= /;ﬁ’g/;é’éwps % 2 { MIN. FRONTAGE = 100FT.
A B ° - MIN. FRONT YARD = 20 FT.
' MIN. SIDE YARD = 15 FT.
MIN. REAR YARD = 20 FT.
MAX. LOT COVERAGE = 25%
MAX BUILDING HEIGHT = 35 FT

I e

/////////:/‘/’iiiiilll ;.

PROJECT TITLE & LOCATION:

PROPOSED SITE PLAN
g/;oocp/gjgg ng’NHC/gH VINYL 2 PRESCOTT ST. & 35-39 LINCOLN ST.
READING, MA

PLAN TITLE:

PROPOSED BUILDING LAYOUT

PREPARED FOR:

READING MKM, LLC
c/o KM DOVER LLC

109 OAK STREET SUITE G20
NEWTON, MA 02464

DATE: SEPTEMBER 12, 2016
REVISED: OCTOBER 17, 2016 - PEER REVIEW RESPONSE

REVISED: NOVEMBER 4, 2016 - PEER REVIEW RESPONSE

REVISED: DECEMBER 6, 2016 - PARKING REVISIONS
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ALL HANDICAP RAMPS TO PROPOSED
COMPLY WITH MASSACHUSETTS  HANDICAP
HANDICAP ACCESIBILITY RAMP Wy
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PROPOSED
S HANDICAP

GENERAL NOTES:

1. LOCUS: ASSESSORS ID 016.0-0000-0224.0
016.0-0000-0226.0

RECORD OWNERS: 2-12 PRESCOTT ST LLC.
39-41 LINCOLN ST LLC.

DEED REFERENCE: BOOK 45430 PAGE 308
BOOK 45430 PAGE 311

PLAN REFERENCE: BOOK 101 PAGE 41
BOOK 6158 PAGE 493

2. THIS PLAN IS THE RESULT OF AN ON THE GROUND SURVEY
PERFORMED BY THIS OFFICE IN OCTOBER 2014. ELEVATIONS SHOWN ON
NAVD 88 DATUM.

3. EXISTING UTILITIES WHERE SHOWN IN THE DRAWINGS ARE FROM
SURFACE OBSERVATION AND RECORD INFORMATION AND SHOULD BE
CONSIDERED APPROXIMATE. THE CONTRACTOR SHALL BE RESPONSIBLE
FOR PROPERLY LOCATING AND COORDINATING THE PROPOSED
CONSTRUCTION ACTIVITY WITH DIG—SAFE AND THE APPLICABLE UTILITY
COMPANIES AND MAINTAINING THE EXISTING UTILITY SYSTEM IN SERVICE.

DIG-SAFE SHALL BE NOTIFIED PER THE STATE OF MASSACHUSETTS
STATUTE CHAPTER 82, SECTION 409 AT TEL. 1-888-344-7233. THE
ENGINEER DOES NOT GUARANTEE THEIR ACCURACY OR THAT ALL UTILITIES
AND SUBSURFACE STRUCTURES ARE SHOWN. LOCATIONS AND

> PROrOSEL ELEVATIONS OF UNDERGROUND UTILITIES WERE TAKEN FROM RECORD
& v PLANS. THE CONTRACTOR SHALL VERIFY SIZE, LOCATION, AND INVERTS
& AN Y o OF UTILITIES AND STRUCTURES AS REQUIRED PRIOR TO THE START OF
3 CONSTRUCTION.
S « > - ‘ 4. THE LOT SHOWN DOES NOT LIE WITHIN A SPECIAL FLOOD HAZARD
8 9T ZONE AS DELINEATED ON FIRM 25017C—0313E, DATED JUNE 4, 2010.

5. PARCEL IS ZONED S-15.

PROPOSED
HANDICAP MIN. LOT AREA = 15,000 S.F.

c RAMP ) : POy - : - . ' ) MIN WIDTH CIRCLE DIAMETER = 60FT
TACTILE. STRIPS - | MIN. FRONTAGE = 100FT.
k \ J 6 SR MIN. FRONT YARD = 20 FT.
' MIN. SIDE YARD = 15 FT.
MIN. REAR YARD = 20 FT.
MAX. LOT COVERAGE = 25%
MAX BUILDING HEIGHT = 35 FT

PROJECT TITLE & LOCATION:

PROPOSED SITE PLAN
g/;ooggjgg EE’NHC/EH VINYL 2 PRESCOTT ST. & 35-39 LINCOLN ST.
READING, MA

PLAN TITLE:

PROPOSED PARKING LAYOUT

PREPARED FOR:

READING MKM, LLC
c/o KM DOVER LLC

109 OAK STREET SUITE G20
NEWTON, MA 02464

DATE: SEPTEMBER 12, 2016
REVISED: OCTOBER 17, 2016 - PEER REVIEW RESPONSE

REVISED: NOVEMBER 4, 2016 - PEER REVIEW RESPONSE

REVISED: DECEMBER 6, 2016 - PARKING REVISIONS

JOB NUMBER: 14.034 SHEET 5 OF 8
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PROPOSED 8" SDR 35 PVC SEWER CONNECTION.

W & CONTRACTOR TO USE WYE IF AVAILABLE,
%0 G OTHERWISE, CORE CUT EXISTING SEWER MAIN
G AND INSTALL NEOPRENE RUBBER BOOT WITH
O STAINLESS STEEL EXPANSION CLAMP.
S / CONTRACTOR TO VERIFY INVERT CONNECTION
AN ELEVATION PRIOR TO PIPE INSTALLATION
“/ 44 PROPOSED 6 . /=97.6%
OVERFLOW DRAIN~CONNECTION. ”
o o ¢ %, CONTRACTOR TO CORE._CUT EXISTING DRIAN 0ot B e DI
y X X—SMH PIPE AND INSTALL NEOPRENE RUBBER BOOT AL VE AND POAD BOX
—OMH N < P—104.9 WITH STAINLESS STEEL EXPANSION CLAMP.
m .\ R=104.6 (©) V. Q. /-98 4’5( J bp.) CONTRACTOR TO VERIFY INVERT CONNECTION PROPOSED 4” DI DOMESTIC
0 ‘ /1=101.0 =Jo.4(recora yp- ELEVATION PRIOR TO PIPE INSTALLATION WATER SERVICE WITH TAPPING
ALL HANDICAP RAMPS TO PROPOSED ) ‘ SLEEVE, GATE VALVE AND
COMPLY WITH MASSACHUSETTS — HANDICAP ’/ N ROAD BOX
HANDICAP ACCESIBILITY A

REGULATIONS PROPOSED 4" SDR 35 PVC SEWER CONNECTION

FOR OIL/WATER SEPARATOR.

CONTRACTOR TO USE WYE IF AVAILABLE,
OTHERWISE, CORE CUT EXISTING SEWER MAIN
AND INSTALL NEOPRENE RUBBER BOOT WITH
STAINLESS STEEL EXPANSION CLAMP.
CONTRACTOR TO VERIFY INVERT CONNECTION
ELEVATION PRIOR TO PIPE INSTALLATION
1=97. 4+

N/F
CINCOTTA
27 LINCOLN ST

PROPOSED 6" SCHED. 40 PVC PIPE
OVERFLOW DRAIN CONNECTION.

CONTRACTOR TO CORE CUT EXISTING DRIAN
PIPE AND INSTALL NEOPRENE RUBBER BOOT
WITH STAINLESS STEEL EXPANSION CLAMP.
CONTRACTOR TO VERIFY INVERT CONNECTION
ELEVATION PRIOR TO PIPE INSTALLATION

PROPOSED 10°x10° CONCRETE
TRANSFORMER PAD

PROPOSED UTILITY POLE

N/F
WILSON
26 ARLINGTON ST

P—AREA DRAIN

R=10515 |
/=100.0
P- O/L—% TER PROPOSED ONE UNIT CULTEC 280XLHD\ >~
SEPARATOR UNDERGROUND RECHARGE STRUCTURE ~_
R=105/25 BOT. OF STONE = 101.50 ~
R=106.10 /=98, —
/=105.10 i 2 N
I\ BARLETTA ™~
7 FULTON ST
R=105.15
/1=103.15
-
P
=5
P—AREA DRAIN C
R=106.20 ( >
/=105.10 (o9)
=Z

N/F
PIERRO
16 PRESCOTT ST

NF
STODDARD
96 WASHINGTON ST

N/F
PRINCE
100 WASHINGTON ST

N/F
AIELLO
92 WASHINGTON ST

NF

KEEGAN
90 WASHINGTON ST

N/F
SHAKIR
86 WASHINGTON ST

NF
MITCHELL
80 WASHINGTON ST

N/F
GAGNON
76 WASHINGTON ST

DeCELLE

BURKE

& Associates, Inc.
1266 Furnace Brook Parkway, Suite 401 Quincy, MA 02169
(617) 405-5100 (O) (617) 405-5101 (F)

GENERAL NOTES:

1. LOCUS: ASSESSORS ID 016.0-0000-0224.0
016.0-0000-0226.0

RECORD OWNERS: 2-12 PRESCOTT ST LLC.
39-41 LINCOLN ST LLC.

DEED REFERENCE: BOOK 45430 PAGE 308
BOOK 45430 PAGE 311

PLAN REFERENCE: BOOK 101 PAGE 41
BOOK 6158 PAGE 493

2. THIS PLAN IS THE RESULT OF AN ON THE GROUND SURVEY
PERFORMED BY THIS OFFICE IN OCTOBER 2014. ELEVATIONS SHOWN ON
NAVD 88 DATUM.

3. EXISTING UTILITIES WHERE SHOWN IN THE DRAWINGS ARE FROM
SURFACE OBSERVATION AND RECORD INFORMATION AND SHOULD BE
CONSIDERED APPROXIMATE. THE CONTRACTOR SHALL BE RESPONSIBLE
FOR PROPERLY LOCATING AND COORDINATING THE PROPOSED
CONSTRUCTION ACTIVITY WITH DIG—SAFE AND THE APPLICABLE UTILITY
COMPANIES AND MAINTAINING THE EXISTING UTILITY SYSTEM IN SERVICE.

DIG-SAFE SHALL BE NOTIFIED PER THE STATE OF MASSACHUSETTS
STATUTE CHAPTER 82, SECTION 409 AT TEL. 1-888-344-7233. THE
ENGINEER DOES NOT GUARANTEE THEIR ACCURACY OR THAT ALL UTILITIES
AND SUBSURFACE STRUCTURES ARE SHOWN. LOCATIONS AND
ELEVATIONS OF UNDERGROUND UTILITIES WERE TAKEN FROM RECORD
PLANS. THE CONTRACTOR SHALL VERIFY SIZE, LOCATION, AND INVERTS
OF UTILITIES AND STRUCTURES AS REQUIRED PRIOR TO THE START OF
CONSTRUCTION.

4. THE LOT SHOWN DOES NOT LIE WITHIN A SPECIAL FLOOD HAZARD
ZONE AS DELINEATED ON FIRM 25017C-0313E, DATED JUNE 4, 2010.

5. PARCEL IS ZONED S-15.

MIN. LOT AREA = 15,000 S.F.

MIN WIDTH CIRCLE DIAMETER = 60FT
MIN. FRONTAGE = 100FT.

MIN. FRONT YARD = 20 FT.

MIN. SIDE YARD = 15 FT.

MIN. REAR YARD = 20 FT.

MAX. LOT COVERAGE = 25%

MAX BUILDING HEIGHT = 35 FT

PROJECT TITLE & LOCATION:

PROPOSED SITE PLAN
2 PRESCOTT ST. & 35-39 LINCOLN ST,
READING, MA

PLAN TITLE:

PROPOSED GRADING & UTILITY

PREPARED FOR:

READING MKM, LLC
c/o KM DOVER LLC

109 OAK STREET SUITE G20
NEWTON, MA 02464

DATE: SEPTEMBER 12, 2016

REVISED: OCTOBER 17, 2016 - PEER REVIEW RESPONSE

REVISED: NOVEMBER 4, 2016 - PEER REVIEW RESPONSE

REVISED: DECEMBER 6, 2016 - PARKING REVISIONS
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OBSERVATION PORT
BRING TO GRADE

OBSERVATION PORT DeCELLE

BRING TO GRADE

FINISHED GRADE = 106.0+
=
. FINISHED GRADE = 106.0+ 4” PAVEMENT
4” PAVEMENT . s N B B
2 > a b | 12" STRUCTURAR vFILL
i P N A A sy > b » > i - S
A X [>YA s . b 2o, by 12% STRUCTURAL PILL LGN TOP. STONE = 104.7
> 5 0P, STONE = 104.7 CULTEC RECHARGER 330XLHD
CULTEC RECHARGER 330XLHD
OR APPROVED EQUAL T TOP. CULTEC UNIT = 104.21 & Associates, Inc.
. 10" INVERT IN = 103.3 1266 Furnace Brook Parkway, Suite 401 Quincy, MA 02169
DOUBLE WASHED STONE 3.24
10" INVERT IN = 103.3 8" INVERT IN = 103.5 (617) 405-5100 (O) (617) 405-5101 (F)
DOUBLE WASHED STONE 3.24°
BOT. CULTEC UNIT = 102.0
pe CULTEC NO. 410 FILTER FABRIC OR APPROVED EQUAL ——~__ _ o
BOT. CULTEC UNIT = 102.0 > -
CULTEC NO. 410 FILTER FABRIC OR APPROVED EQUAL ——__ ° 2 P BOT. OF STONE = 101.5
A 6
> BOT. OF STONE = 101.5
GND. WATER ELEV. = 99.5
- 7.92°
GND. WATER ELEV. = 99.5
- 242’

CULTEC CHAMBER PROFILE — INTERIOR CULTEC CHAMBER PROFILE — EXTERIOR

NOT TO SCALE NOT TO SCALE

INTERLOCKING RIBS

GENERAL NOTES:

1. LOCUS: ASSESSORS ID 016.0-0000-0224.0
016.0-0000-0226.0

— RECORD OWNERS: 2-12 PRESCOTT ST LLC.
T L T AT ] ] 3941 LNCOLN ST LLC,
of {of {of o] |o] o] o] (o] (o] [o] [o] | |° of {of {of |of |o] |of [o] [o] [°] |o] |° DEED REFERENCE: BOOK 45430 PAGE 308
— o — o M BOOK 45430 PAGE 311
o o o o o o o o o o o o o o o o o o o o o o o o PLAN REFERENCE: BOOK 101 PAGE 41
[N s s s A S S O I O O I I [N [ R s s s A A S o A BOOK 6158 PAGE 493
ROl R O I R O R LA L2 1% 1 12 |° R T e o I o N A T O 2. THIS PLAN IS THE RESULT OF AN ON THE GROUND SURVEY
oo OF Mt oo e e e e e e e e e = e e = 05050505050 S ¢ A - Ol e e e e e e e e e e e e e e e e === == PERFORMED BY THIS OFFICE IN OCTOBER 2014. ELEVATIONS SHOWN ON
NAVD 88 DATUM.
3. EXISTING UTILITIES WHERE SHOWN IN THE DRAWINGS ARE FROM
SURFACE OBSERVATION AND RECORD INFORMATION AND SHOULD BE
CONSIDERED APPROXIMATE. THE CONTRACTOR SHALL BE RESPONSIBLE
FOR PROPERLY LOCATING AND COORDINATING THE PROPOSED
CONSTRUCTION ACTIVITY WITH DIG-SAFE AND THE APPLICABLE UTILITY
|< - 8 >| >| |< - 127" - >| COMPANIES AND MAINTAINING THE EXISTING UTILITY SYSTEM IN SERVICE.
12 131° DIG-SAFE SHALL BE NOTIFIED PER THE STATE OF MASSACHUSETTS
STATUTE CHAPTER 82, SECTION 409 AT TEL. 1-888-344—7233. THE
OVER-EXCAVATION NOTES: ENGINEER DOES NOT GUARANTEE THEIR ACCURACY OR THAT ALL UTILITIES
AND SUBSURFACE STRUCTURES ARE SHOWN. LOCATIONS AND
CU L TE C C/_/ A M B E R SE C T/O /\/ — / /\/ TE R /O R OBSERVATION PORT INSTALLATION NOIES: ELEVATIONS OF UNDERGROUND UTILITIES WERE TAKEN FROM RECORD
THE CONTRACTOR SHALL REWOVE ALL TOPSOLL, SUBSOL AND OTHER CULTEC CHAMBER INSTALLATION NOTES: PLANS. THE CONTRACTOR SHALL VERIFY SIZE, LOCATION, AND INVERTS
NOT TO SCALE DELETERIOUS MATERIAL WITHIN 24~ OF THE LIMIT OF THE STONE CONTRACTOR TO CUT 6°8 HOLE AT TOP OF CHAMBER IN THE CENTER OF OF UTILITIES AND STRUCTURES AS REQUIRED PRIOR TO THE START OF
SURROUNDING THE CULTEC UMIT AS INDICATED ON THE PLANS THE UNIT, CONTRACTOR TO INSTALL CULTEC CHAMBERS IN ACCORDANCE CONSTRUCTION.
WTH MANUFACTURERS SPECIFICATIONS.
THE REWOVED SOIL SHALL BE DISPOSED OF IN A LEGAL MANNER. WSERT A 6” INTERNAL COUPLIVG INTO INSPECTION PORT OPENING. 4. THE LOT SHOWN DOES NOT LIE WITHIN A SPECIAL FLOOD HAZARD
CULTEC NO. 410 FILTER FABRIC OR APPROVED EQUAL TO BF ZONE AS DELINEATED ON FIRM 25017C—0313E, DATED JUNE 4, 2010.
THE REMOVED SOIL SHALL BE REPLACED WITH CLEAN GRANULAR SAND » ” PLACED OVER THE TOP OF THE DRAINAGE SYSTEM PRIOR TO
CONFORMING TO THE FOLLOWING SIEVE ANALYSIS: USE A 6 SCHA0 PV PIFE TO BRING INSFECTION FORT 70 WITHIV 6 BACKFILL. 5. PARCEL IS ZONED S-15.
OF FINISHED GRADE.
% PASSING ~ SIEVE SIZE , CONTACTOR TO REMOVE ALL LOAM, SUBSOIL AND ALL MIN. LOT AREA = 15,000 S.F.
w # WSTALL A 67 SCH40 END CAP OR FLUE DELETERIOUS WATERAL FROM EXCAVATION PRIOR TO PLACEMENT MIN WIDTH CIRCLE DIAMETER = 60FT
- OF THE STONE BED. MIN. FRONTAGE = 100FT.
20 Y00 BACKFILL IN ACCORDANCE WITH SPECIFICATIONS. MIN. FRONT YARD = 20 FT.
0-5 #200 MIN. SIDE YARD = 15 FT.

MIN. REAR YARD = 20 FT.
MAX. LOT COVERAGE = 25%

CULTEC CHAMBER SECITION — EXTERIOR NAX BULDING HEIGHT = 35 FT

NOT TO SCALE

STANDARD CATCH BASIN FRAME AND GRATE
STANDARD MANHOLE FRAME AND COVER

PAVEMENT SURFACE CONCRETE CURB

PAVEMENT SURFACE

NOTES:

7R N o=~ TCH NVYIES.
A 6" LOAM XN -~—F — CONCRETE THRUST BLOCK TO BE USED ONLY WHERE IT WILL
FRAME TO BE SET IN MORTAR . BEAR ON UNDISTURBED EARTH.
24" 5Q CONCRETE COLLAR N A - FRAME TO BE SET IN MORTAR — USE RESTRAINED JOINT FITTINGS (MEGALUG OR APPROVED
~—SPENING 6" GRAVEL v CONCRETE COLLAR EQUAL) WHERE CONCRETE THRUST BLOCK IS UNACCEPTABLE.
. b 24" sQ. — SIZE OF BLOCK OR MEGALUG TO BE DESIGNED FOR SPECIFIC .
—— 8" MIN. SPENING CONDITIONS. PROJECT TITLE & LOCATION:
B == 8" MIN.
a
BRICK LEVELING COURSE o e
AS REQUIRED FOR GRADE 18"—24" CONICAL SECTION BRICK LEVELING COURSE al 4 FINISHED EDGESTONE
ADJUSTMENTS (2 MIN.—5 MAX.) OR FLAT TOP AS REQUIRED FOR GRADE 18”"—24” CONICAL SECTION STREET GRADE ' PROPOSED SITE PLAN
ADJUSTMENTS (2 MIN.—5 MAX. O FLAT TOP 2 PRESCOTT ST. & 35-39 LINCOLN ST
- MORTAR ALL JOINTS L = ' '
MASTIC SEALER- U . MORTAR ALL JOINTS L \ READING, MA
. OR PROVIDE PREFORMED < —
2 8 SR ok
. 5 PROVIDE "V” OPENING 5 o ]
B 1 ALL JOINTS TO BE MADE WATERTIGHT i PROVIDE "V OPENING e e
f _' e C— f ] ] ALL JOINTS TO BE MADE WATERTIGHT P ——ACCESS TUBE g
HEIGHT OF ) f ' e C— | @
2 OUTSIDE OF PIPE 4 - MASONRY RING .
RISER SECTIONS D . 0 PLAN TITLE:
VARY FROM | |1 AN | PLUS 2" CLEARANCE ISR ET) OUTSIDE OF PIPE | MECHANICAL JOINT
s 1 S ‘ VARY FROM | |3 \ || 2" CLEARANCE TAPPING GATE VALVE CONSTRUCTION DETAILS
& b N \ -4’ + 3 0
— ————— i i By \ ) ( B
. . » h
: 48” DIA. . 12" R.CP. (TYP.) ¢ | | { \ (Ve PREPARED FOR:
- : 3 B 1N 12” R.C.P. (TYP.
| 1. —— 12R SNOUT OR ” 48 DIA. 0 \_
B requineD 4% 0|1 APPROVED EQUAL | |-| = 12r snouT or EQUAL READING MKM, LLC
. MIN. 48" SUMP | |+ /o KM DOVER LLC
5” MIN : 3 REQUIRED 4 X D |-} c/o
‘ 1 1 " EXISTING WATER CONCRETE THRUST 109 OAK STREET SUITE G20
7 i , 1 : MAIN NEWTON, MA 02464
' T TAPPING SLEEVE CAP OR PLUG
. — ~— WASHED GRAVEL MECHANICAL JOINTS
= TAPPING SLEEVE & GATE VALVE ———
6" MIN.— ’
” REVISED: OCTOBER 17, 2016 - PEER REVIEW RESPONSE
12" MIN. FOR 4~ CLDI DOMESTIC WATER SERVICE
12" MIN. —t=——" % 6 ' CLDI FIRE SERVICE REVISED: NOVEMBER 4, 2016 - PEER REVIEW RESPONSE
NOTE: REFER TO DROP INLET REVISED: DECEMBER 6, 2016 - PARKING REVISIONS
DEEP SUMP DRAIN MANHOLE e NS JOB NUMBER: 14.034 SHEET 7 OF 8
NOT TO SCALE PRECAST CONCRETE CATCH BASIN -
NOT TO SCALE 20 10 0 20 40

SCALE: 1"=20'




DeCELLE

CONCRETE CURB

——1 1/2" WEARING COURSE
2 1/2” BINDER COURSE 1-1/2" WEARING COURSE —— o / MANHOLE FRAME & COVER
” ' ' Ngprzzzz7223 77 SET FRAME IN FULL
- > S
2" BINDER COURSE /; (X BED OF MORTAR
"""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" - ~— 5-1/2" < ADJUST TO REQUIRED GRADE
/ — S W/MIN. OF 2 OR MAX. OF 5
27 o onse criss rouer 5
/ 5= 4 . ‘ _8&; 2=0DIA 5 \- \ CONCRETE COLLARS. BURKE
” - . 8" LOAM| AND LANDSCAPE 0. S ol .
12" GRAVEL BASE f;‘ %(WHEM W PPLICABLE) ~a < & Associates, Inc.
=s. j A-n 5 N PRECAST REINFORCED CONCRETE 1266 Furnace Brook Parkway, Suite 401 Quincy, MA 02169
B n . SN
= e - 1” DIA. DROP_FRONT = T M.H. CONE SECTION (617) 405-5100 (O) (617) 405-5101 (F)
== == > 18" TYPE MH. STEPS N\ Q
== == S T
i e N b W e Wl Qo 6" 6» / ~|=
/7
SUBGRADE j S 7 L <)
g W - s FLEXIBLE JOINT SEALANT — TO FILL
| <A \/ i \ s : /A AT LEAST 75% OF JOINT CAVITY
ANA ” 4 .
CEMENT CONCRETE YA o PoCOMPACTED SUBGRA 6" CRUSHED STONE . © .
POE CONEETON T W PAVEMENT SECTION nrmow o G0 e TR SouTs v soved = E—y 3 -4
4% v 4 -~ "
A - N
NOTES: NOT TO SCALE BOTTOM JOINTS. : P <—5RI50/3§TRRREEL/NSFE§TCIE% CONCRETE
n-
1. FULL PVC OR NEOPRENE RUBBER SADDLE MAY BE IDA \/EMEN T SEC T/ON & i S S CONFORMING TO LATEST
USED TO CONNECT TO EXISITNG PVC, CLAY OR IRON PIPE. 5" MIN: - | 4-0 DIA. REVISION OF ASTM C478
e}
2. SADDLES MUST HAVE RUBBER GASKETS AND SHALL BE TIGHTENED =
WITH STRAPS. SADDLES WILL NOT BE CEMENTED ONTO PIPE. CONCRETE CURB DETA/L nc LZT:
EXISTING SEWER OR DRAIN PIPE 3. FULL WYE CONNECTION FITTINGS MAY BE USED. N.T.S. g%
4. PIPE SHALL BE CUT TO CONFORM TO THE OPENING IN THE SADDLE. 8%
n
5. CONNECTIONS DIRECTLY INTO THE EXISTING PIPE WITHOUT A SADDLE L_:L] -
OR A FULL WYE FITTING ARE NOT ALLOWED. \ _7_
. /s |le—— MONOLITHIC MANHOLE
DRAIN AND SEWER SADDLE CONNECTION CRANITE. CURD - - B35 pASE seerion
M — GENERAL NOTES:
N.T.S. 1—1/2" WEARING COURSE —— L TCDA/A 4
. ELEVATION OF TABLE TO—— VTR A A R—
5" MIN. AICRAPRIEYRNSRA DN PIPE TO MANHOLE CONNECTIONS 1. LOCUS: ASSESSORS  ID 016.0-0000-0224.0
. _ |~ CONCRETE SIDEWALK BE 2/3 DIA. OF PIPE BT TR Y SHALL BE PREMOLDED ELASTOMERIC 016.0-0000-0226.0
2” BINDER COURSE . T A
e S NEET I PASETIRLY SEALED JOINTS
— ~ 5-1/2" oo RECORD OWNERS: 2-12 PRESCOTT ST LLC.
/ BEDDING MATERIAL PER ADJOINING SEWER — L ciass 4" concreTE GroUT 39-41 LINCOLN ST LLC.
12" GRAVEL BASE — .
DEED REFERENCE: BOOK 45430 PAGE 308
6” g o PRECAST CONCRETE SEWER MANHOLE BOOK 45430 PAGE 311
8” GRAVEL BASE| ¢@ _9° - PLAN REFERENCE: BOOK 101 PAGE 41
* FOR SIDEWALK |  o9,%0° /> (TYPICAL 4'DIA. MANHOLE) BOOK 6158 PAGE 493
— (g KL N.T.S. 2. THIS PLAN IS THE RESULT OF AN ON THE GROUND SURVEY
o 6" 6" . PERFORMED BY THIS OFFICE IN OCTOBER 2014. ELEVATIONS SHOWN ON
o % NAVD 88 DATUM.
og °Qo //
do V/ 3. EXISTING UTILITIES WHERE SHOWN IN THE DRAWINGS ARE FROM
NS i SURFACE OBSERVATION AND RECORD INFORMATION AND SHOULD BE
/ - CONSIDERED APPROXIMATE. THE CONTRACTOR SHALL BE RESPONSIBLE
) CEMENT CONCRETE A 02000 29, 6” CRUSHED STONE FOR PROPERLY LOCATING AND COORDINATING THE PROPOSED
(2) 1%” LAYERS OF BIT. IN FRONT, AND IN 5 v Qo N CONSTRUCTION ACTIVITY WITH DIG-SAFE AND THE APPLICABLE UTILITY
/—CONC. TEMPORARY CHAMFERED R ? N COMPANIES AND MAINTAINING THE EXISTING UTILITY SYSTEM IN SERVICE.
PAVEMENT. BOTTOM JOINTS.
o PW o L
. S DIG-SAFE SHALL BE NOTIFIED PER THE STATE OF MASSACHUSETTS
TRENCH WIDTH = OD PIPE + 2'-0 & ——  — M —= ¢ fe— xSt BT COMPACTED SUBGRADE N - EXTERIOR BUILDING WALL STATUTE CHAPTER 82, SECTION 409 AT TEL. 1-888-344-7233. THE
CONC. ROADWAY ~ ENGINEER DOES NOT GUARANTEE THEIR ACCURACY OR THAT ALL UTILITIES
VARIES S AND SUBSURFACE STRUCTURES ARE SHOWN. LOCATIONS AND
5 B e v : e o ranoan Lo O e S Y T
. ROADWAY CONTROL DENSITY FILL TAnggé:;)MlPNA%T"ED GRANITE CURE W / SIDEWALK SECTION EY / OF UTILITIES AND STRUCTURES AS REQUIRED PRIOR TO THE START OF
4 # CONSTRUCTION.
LAYERS
SHEATHING ~ AS
Fllhh','ERH,f_DRggAgEAMS DIRECTED I 4. THE LOT SHOWN DOES NOT LIE WITHIN A SPECIAL FLOOD HAZARD
. ZONE AS DELINEATED ON FIRM 25017C—0313E, DATED JUNE 4, 2010.
R P.V.C. PIPE & PVC WYE
\"\\’{:{{/:{ VARIES SCREENED GRAVEL —6"+ 14D 8 PUC e - PARCEL 1S ZONED 5-15.
MIN. LOT AREA = 15,000 S.F.
WHER’ELLEE%E?&%_ | 10 BE SECURED 7O FOUNDATION MIN WIDTH CIRCLE DIAMETER = 60FT
MIN. FRONTAGE = 100FT.
=z %D HAUNCHING AREA SPLASH BLOCK MIN. FRONT YARD = 20 FT.
O 1 CRUSHED STONE MIN. SIDE YARD = 15 FT.
- EXISTING LEDGE COMPACTED SEPARATELY REMOVE EXISTING PAVEMENT AND REPLACE ( | MAX. LOT COVERAGE = 25%
— » » MAX BUILDING HEIGHT = 35 FT
2 | EXCAVATION DEPTH VARIES WITH 67 OF CRUSHED STONE AS DEPICTED. FINISHED GRADE 8” PVC ELBOW
Lc|> SCREENED GRAVEL — WITH SOIL CONDITIONS
. — PAVEMENT
ok E 8" PVC PIPE TO CHAMBER
« b BACKFILL — CONTROL DENSITY FILL
: EXISTING SOIL ‘ oo EXISTING GRADE
) > LI
2w '. .. { YA ..'A H
W = MAXIMUM TRENCH WIDTH ‘ O3 Q —]
PW = MAXIMUM PAVING WIDTH = W+1'—0" UNDISTURBED MATERIAL L S QB Ot : OF RN — IYPICAL ROOF DRAIN W/ OVERFLOW
PIPE BOTTOM D = OUTSIDE DIAMETER = 7T ‘ — ,
INSTALL WATER PIPE SO THAT IT IS Vi N.T.S.
FIRMLY SUPPORTED FOR ITS ENTIRE UNSHEATHED TRENCH: W = D+2’ (3'-0"MIN.)
LENGTH. SHEATHED TRENCH: W = D+2’+ SHEATHING WIDTH:
» — 4'—0"MIN. W/0 WALERS ’ ’
6" MINIMUM GRAVEL 5’—0"MIN. W;WALERS 25 X25 CRUS/_/ED S TONE A/DR ON
TRENCH BOX OR HYDRAULIC SHORING: NOT TO SCALE
W = D+2'+ [WALL SHIELD WIDTH + 8”] + 1’ FOR TRENCH
BOX
N.T.S.
N.T.S. PROJECT TITLE & LOCATION:
le— 4” VENT TO ROOF
INLET D A B <
. R R T FLOOR . 1. BASIN TO BE LOCATED OUTSIDE OF BUILDING WHERE 2 PRESCOTT ST. & 35-39 LINCOLN ST.
° A °-0) 4-0, y % POSSIBLE, COVER TO HAVE A CENTER HOLE.
3'6"x3'—-6 4-0 3-0 71 o ANXN READING, MA
, 400 | 3-8, 370, SR = 2. A TIGHT COVER MUST BE USED IF BASIN IS LOCATED
4-0'x4-0 3-0’ 2-6 b a x . INSIDE OF BUILDING
4-6 3-0 2'-6 C @ 2 1/8 LONG c.l. TEE
| . — — — = MAX. BEND C.I. 3. OPENING SHALL BE NOT LESS THAN 24" DIA..
SLOPED TERRAIN APPLICATION I LEVEL TERRAIN APPLICATION 6 L4700 L 30, 4-6, T A —— waTER LINE
4-0x4-0 4-0 3,76, EXTRA HEAVY C.I. el — 9} 4. THE CATCH BASIN SHALL BE SO LOCATED AND
| L4640, 376, INLET FROM WASH i OUTLET TO CONSTRUCTED THAT SURFACE WATER SHALL BE EXCLUDED.
| 4-6x4-6 576, 39, SAND OF FLOOR SANITARY SEWER
WOODEN STAKE ANCHOR TYPICAL L o790 | 378, 30, DRAIN 5. INLET PIPE SHALL BE AT LEAST FOUR INCHES ABOVE PLAN TITLE:
| S-0x5-0 3-0 2-6 — NORMAL WATER LINE.
| R o o  am e CONSTRUCTION DETAILS
| 8 ,9-0" 6-0 5-0° Sav D MIN. 6. WHERE SUBJECT TO FROST OR CRUSHING CONDITIONS,
S—=6x5-0 4-6 4-0 ALL INLET TRAPS o OUTLET SHALL BE AT LEAST THREE FEET BELOW THE
—0 'x6 — — — —— :
FILTERMITT OR APPROVED EQUAL : - g;—g:’ 5 g:—g: ;:—g: WITH 248 CMR 2.00 7. THE NEW CATCH BASIN MUST BE FILLED WITH CLEAN
—67°x6'~ - - . WATER BEFORE USING, AND AFTER BEING EMPTIED FOR
UNDISTURBED GROUND | . — — — . |~——— 8" POURED IN PLACE CONCRETE; 3” SOLID PERIODIC CLEANING. READING MKM, LLC
| i — 10 ,9-6" /-6 6-6 ALUMINUM OR s CONCRETE BLOCKS WITH FULL MORTARED c/o KM DOVER LLC
AT | 6'~0"x6'~0 5'-6" 4'-6" PLASTIC COATED o — JOINTS, HORIZONTAL AND VERTICAL, PLASTERED 8. ALL OIL AND GASOLINE MUST BE REMOVED BEFORE
3 ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘f ,6-0" | 6&-6 5'-6" WROUGHT IRON STEPS INSIDE AND OUTSIDE; OR BED BRICK MASONRY CLEAING OUT THE BASIN, AND MUST NOT BE DISCHARGED 109 OAK STREET SUITE G20
I ‘ | |[|=—I!! 6—6'x6-6 5-0 4-0 CAN BE USED PLASTERED ON INSIDE. PORTLAND CEMENT INTO THE SEWER THROUGH OTHER FIXTURES. NEWTON, MA 02464
| A ' | | 1= MORTAR USED SHALL CONSIST OF 1 PART CEMENT,
By |__ :‘ ‘ ‘ ‘ ‘ ‘ H'| |11 e _ NS Fai il 2 PARTS SAND. CEMENT BRICK, HOLLOW CONCRETE, 9. SPECIFICATIONS FOR COVERING SPECIAL CASES OR
i = T | N OF FLOW NOTE: et g A e R OR CINDER BLOCK MASONRY MUST NOT BE USED. CONDITIONS, SHALL BE APPROVED BY THE LOCAL
o ‘ ‘_‘ ‘ — | DIRECTIO AR | AUTHORITIES OF THE M.W.R.A. .
JL— J I FOR INLETS LARGER THAN 10" THE DESIGN 8" (TYP.) DATE: SEPTEMBER 12, 2016
AND DIMENSIONS WILL BE DETERMINED FOR 10. WROUGHT IRON STEPS SHALL BE SPACED ABOUT 18" )
on OF FL | EACH PARTICULAR CASE. ‘ PORTLAND CONCRETE APART REVISED: OCTOBER 17, 2016 - PEER REVIEW RESPONSE
ECTI | ]
M PRE—CAST SEPARATORS ARE TO HAVE ALL 11. BOTH VENTS SHALL BE EXTENDED INDEPENDENTLY 18” REVISED: NOVEMBER 4, 2016 - PEER REVIEW RESPONSE
SPECIFIED HOLES EITHER CORE—BORED OR ABOVE THE ROOF, OR AS APPROVED BY THE LOCAL
CAST IN PLACE. AUTHORITIES, AND THE AUTHORITIES OF THE M.W.R.A. REVISED: DECEMBER 6, 2016 - PARKING REVISIONS
FILTERMITT OR EQUIVALANT CIRCULAR BASINS ARE RECOMMENDED. Ol AND GREASE SEPARATOR JOB NUMBER: 14.034 SHEET 7 OF 8

NOT TO SCALE NOT TO SCALE 20 10 0 20 40

SCALE: 1"=20'
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PLANT SCHEDULE Project

QUANTITY BOTANICAL NAME COMMON  NAME SIZE
DECIDUOUS AND EVERGREEN TREES
8 CARPINUS BETULUS FASTIGIATA PYRAMIDAL EUROPEAN HORNBEAM 3"—4" CALIPER e f’f’;?i;ﬁ,%‘;ﬁ%ﬁ” AL— NOTES: TYPICAL SHURB PLANTING 120 DEGREES
1 ACER RUBRUM OCTOBER GLORY RED MAPLE 3"—4" CALIPER 1. DIG PLANTING HOLE AT LEAST 2X THE WIDTH OF
1 CORNUS KOUSA KOUSA DOGWOOD 3"-4" CALIPER LOW BRANCHED 2" PINE BARK M O B b e R < oF PLANTING \ PRESCOTT STREET &
5 e beacon Loy o A Y
3 PYRUS CLEVELAND SELECT CLEVELAND PEAR 3"—4" CALIPER THE SOIL SURFACE, OR 1-2" ABOVE IF THE SOIL IS / - TREE TRUNK 39 LINCOLN STREET
1 STEWARTIA PSEUDOCAMELLIA JAPANESE STEWARTIA 2"-3" CALIPER LOW BRANCHED ~ O T ANER oW PLANT. GENTLY SLIDE f —
12 THUJA EMERALD GREEN EMERALD ARBORVITAE 10'=12" HEIGHT - FINISH GRADE PLANT OUT OF (SONLTAINER. DISTURB THE ROOTS. ¢ Ly READING, MA 01867
6 THUJA NIGRA DARK AMERICAN ARBORVITAE 10'-12" HEIGHT THE TOP 12 INCHES OF THE ROOTBALL, WITHOUT )
DECIDUOUS AND EVERGREEN SHR DISTURBING THE ROOTBALL. REMOVE ALL CORD P y NOTES: TREE PLANTING [lj ———————— STAKE
uou SHRUBS gRAcS)'\IQEIH(EIFTﬁg'E\ISKENRTEMI-E)R\()EMB'IL'JI-’I?ELA;OOA'INDBA\\AEEE g 1. ALL PLANT MATERIALS SHALL BE IN ACCORDANCE WITH THE AMERICAN STANDARDS
3 FORSYTHIA SPECTABILIS FORSYTHIA 45 6. BACKFILL WITH SOIL MIXTURE 2/3 LOAM BORROW/ FOR NURSERY STOCK (ANSI Z60.1-2004). PLANT ACCORDING TO ANSI A300 PART 6.
ﬁ ot CowAte T LS x 2,00 T PLAVTNG W0t A M o 5 o7 G 0T £ o7 oo
GROUNDCOVER ROOT BALL + 2'-0" MI 2/3 LOAM BORROW/1/3PEAT MOSS ' b ! 12 INCH H. LOW 12 INCHES, DIG HOLE WI NOUGH M
/ " 7. PLACE PINE BARK MULCH ON THE ADJUSTING. DO NOT DIG THE HOLE DEEPER THAN ROOT BALL DEPTH. READING MKM, LLC
2200 PLANTS HEDERA HELIX %% 44 FLATS OF 50 BARE ROOT SHRUB.PLANTING DETAIL EXISTING SOIL SURFACE TO A (SETTLED) DEPTH 2INCHES N/ ) 3. SCARIFY THE SUBGRADE AND SIDES OF THE PLANTING HOLE WHEN PLANTING IN CLAY
8. FILL SAUCER WITH WATER TWICE AFTER PLANTING RUBBER HOSE AN 4. LIFT AND SET THE TREE BY ROOT BALL ONLY. DO NOT LIFT USING THE TREE TRUNK
© AND DO NOT USE TREE TRUNK AS A LEVER. C/O KM DOVER LLC
% 5. SET THE TOP OF THE ROOT BALL LEVEL WITH THE SOIL SURFACE OR SLIGHTLY
e HIGHER IF THE SOIL IS PRONE TO SETTLING.
= 6. AFTER THE TREE IS SET IN PLACE, REMOVE BURLAP, WIRE AND STRAPS FROM AT
RS O : 2 LEAST THE UPPER 1/3 OF THE ROOTBALL. 09 OAK STREET SUITE G20
’ ‘( o Ao WIDE NYLON WEBBING S 7. BACKFILL WITH SOIL MIXTURE 2/3 LOAM BORROW: 1/3 PEATMOSS; COMPACTED IN LIFTS
— BEDDING SAND ASTM ..-' = = =) = 8. USE THREE 2" X 2" WOOD STAKES DRIVEN INTO UNDISTURBED SOIL A MINIMUM OF 16 “]
D AS €33 &\n L l e INCHES. SPACE STAKES EQUALLY AROUND THE TREE. NE TON? MA’ 02464
__ JOINTING SAND ASTM C144 T\ = 9. ATTACH 3/4” NYLON WEBBING TO CONNECT THE TREE TO STAKES. ATTACH WEBBING
"4 / ROOT CROWN ATFINISH GRAD N 2 AT 1/3 THE TREE HEIGHT.
BELGARD HOLLANDSTONE FOSSIL PRECAST CONCRETE PAVERS 47"X8" 2 OR 1-2" ABOVE GRADE 10. APPLY A 2" (SETTLED) DEPTH OF PINE BARK MULCH TO THE PLANTING
. i SURFACE. LEAVE A 2" SPACE AROUND THE TRUNK FOR AIR CIRCULATION.
MATERIAL AS REQUIRED MATERIAL AS REQUIRED = :
|/ I_ A 2" PINE BARK MULCH = 11. PRUNING SHALL BE LIMITED TO DEAD, DISEASED, OR BROKEN LIMBS ONLY AND SHALL
| NF H . N BE IN ACCORDANCE WITH ANSI A300 SPECIFICATIONS.
e S S S U —— I/ CINCOTTA 22" WOOD STAKE AT 12. REMOVE ANY TRUNK WRAP REMAINING AT TIME OF PLANTING. NO WRAPS SHALL BE
e, e o g o e o OR BELOW GRADE PLACED ON TRUNK.
; 22372 ‘,\ ' Teaeat o avatanas i e AREammens 27 LINCOLN ST 13. FILL SAUCER WITH WATER TWICE AFTER PLANTING
t L—6" REINFORCED CONCRETE SLAB
8" COMPACTED CRUSHER RUN GRAVEL 2/3 LOAM BORROW/1/3PEAT MOSS
PRECAST CONCRETE PAVERS DETAIL EXISTING SOIL
SCALE: 3/16"=1'-0"
2X WIDTH OF ROOT BALL
DECIDUOUS TREE PLANTING DETAIL
N/F
WILSON P /
26 ARLINGTON g » S ~NO )
. ~ - TN L
8 z S ATTMAN CORPORATION
1 ~ ._| I .
Landscape Architects
(]
MULCH BED %ﬂ h
1] Landscape Architecture
I 100 HEDERA MELIX _ pe Al
0 Planning
=
¢ ot
/ 0 O RUS CLVELAND SELECT O 7 THUJA EMERALD GREEN
% G O NN
o 400 ERA HELIX MULCH BED e
O
C Muw\H BED—C 100 HEDER S~ RICHARD KATTMAN
G ° .
o C ZQ\/ - - . A S BaA ™~ Mass. License # 606
&
_ & o 2 %e o 8, Y o 7 FULTON ST 24 WATER STREET
i J
] 100 HEDERA HELIX ——— C 73 e e
STEWARTIA PSEUDOCAMELLIA = c ¢ o N oot 0 S '~0" HIGH MNYL STOCKADE FENCE HOLLISTON, MASS. 01746
C THUJA NISRA e 508-893-6232
c S THYY A ILEX DRAGON LADY chard k @ ”
I richard.kattman gmail.com
° C www.crichardkattman.com
ﬁ ‘
5 THUJA EMERALD GREE = T 4
ACER RUBRUM OCTOBER GLORY CORNUS KOUSA— C O
MULCH m
o C Z
8 —=0" HIGH VINYL STPCKADE FENCE O U)
3 FORSYTHIA SPECTABILIS 200 \HEDERA HELIX 7 w
2 THUJA NIGRA 8'-0" HIGH VINYL STOCKADE FENCE =>m
N/F ‘ ‘ \
PIERRO —\
16 PRESCOTT §T N/F s
® N/F STODDARD PRINCE
2 PYRUS CLEVELAND SELECT ®
AIELLO 96 WASHINGTON ST 100 WASHINGTON ST
92 WASHINGTON ST
[nYAal I (A L NaVall
AV DI CAVAVI LAV AV | SRV} ivi] \I'\ caTTar UU}
N/F
L 100 HEDERA HELIX KEEGAN
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% Scale: 1"=20-0"

GAGNON
76 WASHINGTON ST

Date: December 14, 2016

NOTES:

1. CONTRACTOR SHALL CONTACT DIG SAFE TO MARK ALL SITE UTILITIES PRIOR TO COMMENCEMENT OF CONSTRUCTION. Revisions:

. CONTRACTOR SHALL REPLACE TO AS NEW CONDITION ANY SITE UTILITIES/ AMENITIES DAMAGED DURING CONSTRUCTION.
CONTRACTOR SHALL OBTAIN ALL PERMITS AND TOWN OF READING APPROVALS REQUIRED FOR THE WORK-OF THE CONTRACT PRIOR TO COMMENCEMENT OF CONSTRUCTION.

. ALL PLANT MATERIALS SHALL CONFORM TO AMERICAN STANDARD FOR NURSERY STOCK.

. LANDSCAPE ARCHITECT SHALL TAG ALL PLANT MATERIALS AT THE NURSERY.
. ALL METHODS AND MATERIALS FOR CONSTRUCTION SHALL CONFORM TO COMMONWEALTH OF MASSACHUSETTS DEPARTMENT OF PUBLIC WORKS STANDARD SPECIFICATIONS, LATEST EDITION. Sheet Number

CONTRACTOR SHALL DESIGN AND INSTALL AN IRRIGATION SYSTEM WITH CONTROLLER AND BACK FLOW PREVENTER TO CONFORM TO THE KATTMAN CORPORATION DESIGN, PER REVIEW AND APPROVAL PRIOR TO INSTALLATION.
BENCHES SHALL BE STEEL BLACK #493 BY WWW.DUMOR.COM; TRASH RECEPTACLE SHALL BE STEEL BLACK #48 BY WWW.DUMOR.COM; BIKE RACKS SHALL BE A FRAME 4'-0" OR 10'—0" #KP5102 GALVANIZED STEEL HOT DIP BLACK BY WWW.PARTABLES.COM I 1

0 N o 0 AW N




0 %0 0 o o ‘o0 Luminaire Location Summary
LumNo Label X Y z Orient Tilt
0 %0 %0 %o %o %o o o %o 1 BL 708064 703857 3 o o
2 B1 7080905 | 70384975 |3 0 0
0 %0 o1 o1 o1 o1 o o o o o ‘0 3 BL 708042 70384375 |3 o o
4 B1 7081075 | 70384075 |3 0 0
0 0 5 BL 70801925 | 7038305 |3 o o
6 B1 708129 703829 3 0 0
0.0 01 00 0 ‘0 7 BL 708150 7038175 |3 o o
8 VG 708025.25 | 703809 85 30735 0
0 0 %0 1 01 01 %o o o0 9 VG 708067.75 | 70380425 | 85 333.507 o
10 B1 708186.75 | 70379825 |3 0 0
0 o o o1 11 VG 707998.75 | 703793 85 30.735 o
12 VG 7081525 | 703786.75 | 85 333507 0
0 %0 o b1 o1 o1 13 VG 708104.25 | 703786 85 333.507 o
14 B1 70821675 | 70378225 |3 0 0
15 VG 707970.25 | 703776 85 30735 0
16 VG 708180.25 | 7037685 | 85 333507 0
56 0.0 17 VG 70801575 | 7037645 | 85 30735 0
EASING . 18 VG 707944.75 | 70376075 | 85 30735 0
— 0o o o 19 VG 7081365 | 703754.75 | 85 333507 0
=) 20 B1 7078885 | 70375175 |3 0 0
0.0 01 %0 0 o0 21 VG 707987.25 | 7037475 | 85 30735 0
22 VG 7079165 | 70374375 | 85 30735 0
0 o ‘0 1 %0 0 o o ‘o0 23 VG 70817325 | 7037365 | 85 333507 0
24 B1 707861 7037355 |3 0 0
00 Yo %o ‘o o 1 01 %0 %o o o o ‘o0 25 VG 70796175 | 70373225 | 85 30735 0
26 VG 7078855 | 70372525 | 85 30735 0
00 Yo %o o bo ‘%o 1 01 o1 o1 o1 o1 o1 oo oo o0 27 VG 7079025 | 703696.75 | 85 30735 0
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263 WINN STREET BURLINGTON, MA. 01803
N N . . . PH # 781-272-2300, FAX # 781-272-0759
|75 )ba 01 o 00 0 PROJECT.
. // /o)« N / .
4/ 043 02 %02 B '01ﬁ"0l>\\'00 00 o
/ b2 B 010 8 Reading
s >
2. b2 %2 -%1 b1 i 'oKb)'/ﬁ 0.0 0o %0 CLIENT:
<~/
B b0 o ho b0 b1 br by besiis bo bo T XXX
%0 Yo o %0 %o %o 0o bo %1 1 ba 014 1% 095/ 0 0o Yo
’
SCALE: FILE: . "
o N SO X . e /e
0o 0.0 % o bo o 0 bo b1 ‘o 906 00" Yo o/ %0 FEET omni reading 00a.adm
Calculation Summary DATE:  10/14/2016 SALES PERSON: .
00 ki 00 %0 %Yo o 00 ‘0 bo Bao 00 T Justin Cirrone/Sean Gouldin
00 00 00 00 0000 Label CalcType Units. Avg Max Min AvgiMin | MaxiMin 00 00 00 00 00 00 00 "BQ_ 00 B0
. . e e e e . N THESE DRAWINGS ARE FOR CONCEPTUAL USE ONLY
00 0 Total Site lluminance Fe 204 146 00 NA NA o 00 %o o 0 Yo %07 00 AND ARE NOT INTENDED FOR CONSTRUCTION. VALUES
Garage Area Only lluminance Fc 536 1456 04 13.40 3650 REPRESENTED ARE AN APPROXIMATON GENERATED FORM
. . DATA SUPPLIED BY LAMP MFG. AND TESTING LABS.
% %o Yo o %0
0.0
Outdoor Luminaire Schedule
Symbol Qy Label Description Lum. Lumens LLF Filename
[0) 1 Bl 99570 881 0900 99570.ies

16 V6 VG1-L100-730-T5-MTG-CLR-OPT-EDD-UNV 8610 0.900 VG1-L100-730-T5-DIM-UNV.IES
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